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(b) Containers shall be set upon firm foundation or otherwise firmly
secured; the possible effect on the outlet piping of settling shall be guarded
against by a flexible connection or special fitting.
1.4. Container Valves and Accessories.
(a) Valves in the assembly of multiple container systems shall be ar-
ranged so that replacement of containers can be made without shutting
off the flow of gas in the system.
NOTE: This provision is not to be construed as requiring an automatic change-over de-
vice.
(b) Container valves and pressure regulating equipment shall be pro-
tected against tampering when installed for use.
(c) Valves wnd connections to the containers shall be protected while
in transit, in storage, and while being moved into final utilization, as
follows:
(1) By setting into recess of container to prevent possibility of their
being struck if container is dropped upon a flat surface, or
(2) By ventilated cap or collar, fastened to container capable of with-
standing blow from any direction equivalent to that of a 30-pound
weight dropped 4 feet. Construction must be such that a blow will not
be transmitted to valve or other connection.
(d) When containers are not connected to the system, the outlet valves
shall be kept tightly closed or plugged, even though containers are con-
sidered empty.
(e)  Containers which are recharged at the installation shall be pro-
vided with excess flow or back flow check valves to prevent the discharge
of container contents in case of failure of the filling or equalizing con-
nections.
IS. Safety Devices.
(a) Containers shall be provided with safety devices as required by
the Interstate Commerce Commission regulations.
(b) When the discharge pressure from the final stage regulator is not
more than 5 lb. the low pressure side shall be equipped with a relief
valve, set to relieve at not less than two times, and not more than three
times, but not more than 5 pounds in excess of the discharge pressure.
When the discharge pressure is more than 5 pounds the relief valve shall
be set to not less than 1V2 timcs and not more than three times the dis-
charge pressure. This requirement may be waived on liquid feed systems
utilizing tubing specified in B.7(b). When a regulator or pressure re-
lief valve is installed inside a building the relief valve and the space
above the regulator and relief valve diaphragms shall be vented to the
outside air with the discharge outlet located not less than 5 feet hori-
zontally away from any opening into the building which is below such
discharge. (These provisions do not apply to individual appliance reg-
ulators when protection is otherwise provided; nor to section 1.7. In build-
ings devoted exclusively to gas distribution purposes, the space above
tte diaphragm need not be vented to the outside.)


